RECHARGEABLE SEALED
LEAD-ACID BATTERY

ESU1-35A
12Volt 35AH
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Discharge characteristics (0°C (32°F)) EES§}1330-35A
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> \ |1 TYPE ESU1-35A
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E 90 ,/ § NOMINAL VOLTAGE 12 Volt
E 8.0 T / NOMINAL CAPACITY 35 Ah /20 hr
105A 70A 35A
o HEIGHT 179 mm
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| min—— - h | DIMENSIONS | LENGTH 196 mm
Discharge time
Discharge characteristics (20°C (68°F)) WI DTH 1 30 mm
13 WEIGHT APPROX. 12.54 kg
—
 —— — T 20hr  1.75A | 35.0 Ah
- |—1 ™ CAPACITY 5hr 5.95A 29.75 Ah
\>/ —
§,“ NN thr ~ 21.00A | 21.0 Ah
= “~ 5.95A 3.325A 1.75A
S 10 e L iC 35.00A 17.5 Ah
Tcu 00 \ ;:A INTERNAL RESISTANCE APPROX. 9mQ
g // MAX. DISCHARGE CURRENT 350 A (5 SEC.)
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50 wosaon | oea CHARGING | STANDBY USE | 13.5-13.8V (-20mV/"C)
o VOLTAGE o
1 2 3 5 10 20 30 60 2 3 : 10 20 30 20°C (68°F) CYCLE USE 14.4-15.0V (-30mV/ C)
Discharge time MAX. CHARGE CURRENT 10.5A
Dimension Terminal
5 mm (inch) mm (inch)
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